
Auswahltabelle Fischbach CE, CFE

Typ I max Volumenstrom VL [m3/h] bei  = 1,2 kg/m3, verfügbare statische Pressung Δpst [Pa]

[A] frei 150 200 250 300 350 400 450 500 550 600 650 700 750 800 850 900 950 1000
CE470/E1 1,5 1200 1105  850 – – – – – – – – – – – – – – – –
CE570/E15 2,1 1730 – 1620 1350 – – – – – – – – – – – – – – –
CE670/E25 3,1 2100 – 2100 1960 1790 1545 – – – – – – – – – – – – –
CE690/E35 4 2795 – – 2660 2420 1875 1330 – – – – – – – – – – – –
CE790/E35 5,08 3375 – – 3310 3140 2920 2640 – – – – – – – – – – – –
CE890/E65 6,46 3825 – 3810 3730 3650 3550 3450 3310 3175 2975 – – – – – – – – –
CE890/E80 9,6 4650 – – – 4610 4480 4335 4160 4020 3755 – – – – – – – – –
CE670/D500 1,99 2053 – 2053 1826 1616 1275 – – – – – – – – – – – – –
CE690/D500 2,02 2593 – 2593 2353 2079 1636 – – – – – – – – – – – – –
CE790/D500 2,5 3113 – 3113 2834 2536 2247 1752 – – – – – – – – – – – –
CE890/D1 5,26 4915 – – – – 4830 4665 4470 4290 4035 3780 – – – – – – – –
CE990/D2 5,99 5750 – – – – – 5690 5510 5330 5080 4650 4600 – – – – – – –
CE9-090/D2 7,09 6255 – – – – – – – 6160 5960 5770 5570 5270 4970 4670 – – – –
CE9-090/D2.5 9,7 6990 – – – – – – – – – – – 6580 6350 6120 5890 5500 5110 4715
CFE540/E1 1,7 1169 1125 1000  850 – – – – – – – – – – – – – – –
CFE640/E15 2,05 1510 – 1440 1280 1120 780 – – – – – – – – – – – – –
CFE740/E25 3,42 2005 – – 1950 1810 1590 1370 – – – – – – – – – – – –
CFE840/E35 5,06 2690 – – – 2560 2430 2290 2080 1880 – – – – – – – – – –
CFE8-940/E65 6,36 2875 – – – – – 2775 2685 2595 2485 2360 – – – – – – – –
CFE8-940/E80 9,8 3440 – – – – – – – 3260 3120 2980 2795 2610 2350 – – – – –
CFE930/E80 10,4 3795 – – – – – – – 3705 3550 3395 3205 3015 2807 2600 – – – –
CFE840/D500 2,57 2606 – – 2606 2330 2150 1975 1620 – – – – – – – – – – –
CFE930/D1 4,99 3990 – – – – – – – 3970 3835 3700 3525 3350 3075 2800 – – – –
CFE9-070/D2 6,6 5050 – – – – – – – – – 4670 4510 4360 4120 3880 3645 2990 2350 –
CFE9-070/D2.5 8,31 5366 – – – – – – – – – 5181 5051 4921 4721 4521 4316 3807 3299 –


